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16-27 73031218 3 17,5 15,7 100 800

20-32 73031226 3 17,5 15,7 100 400

25-40 73031234 3 17,5 15,7 100 400

30-45 73031242 3 17,5 15,7 100 100

32-50 73031250 3 17,5 15,7 100 100

40-60 73031269 3 18,5 15,7 100 100

50-70 73031277 3 18,5 15,7 100 100

60-80 73031285 3 18,5 15,7 100 100

70-90 73031293 3 18,5 15,7 50 50

80-100 73031306 3 19,5 15,7 50 50

90-110 73031314 3 19,5 15,7 25 25

100-120 73031322 3 19,5 15,7 25 25

110-130 73031330 3 19,5 15,7 25 25

120-140 73031349 3 19,5 15,7 25 25

130-150 73031357 3 19,5 15,7 25 25

140-160 73031365 3 19,5 15,7 25 25

150-170 73031373 3 19,5 15,7 25 25

160-180 73031381 3 19,5 15,7 25 25

170-190 73031390 3 19,5 15,7 10 10

180-200 73031402 3 19,5 15,7 10 10

190-210 73031410 3 19,5 15,7 10 10

200-220 73031429 3 19,5 15,7 10 10

210-230 73031437 3 19,5 15,7 10 10

220-240 73031445 3 19,5 15,7 10 10
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This inner-ring for the ASFA S worm-drive clip with 12 mm 
bandwidth was designed to give extra protection to the 
hose, especially where it comes into contact with the un-
derside of the clamp housing.

Inner-rings are particularly recommended for use with si-
licone hoses, which are quite fragile and can be cut easily. 
The inner-ring ensures a good fit, prevents damage to the 
hose and also contributes to an even distribution of pressu-
re around the hose.

MATERIAL:
FINISH:

CORROSION
RESISTANCE:

Stainless Steel W4 AISI 301
Black tefloned
400 hours Salt Spray 
ASTM B-117

Stainless Steel Inner-Ring for ASFA-S Hose Clamps - Black

BROCHURE


