
The long nylon plug with hex-head screw is made of 6.6 pol-
yamide and is especially suitable for supporting light loads 
in solid and hollow materials. Assembly is quick and easy 
with a hexagon socket.
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Fixed thickness
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Outer Box
Quantity

8 x 60 09110330 8 60 70 5 - 5,5 0,75 5 50 1.000

8 x 80 09110348 8 80 90 5 - 5,5 0,75 25 50 1.000

8 x 100 09110356 8 100 110 5 - 5,5 0,75 45 30 600

8 x 120 09110364 8 120 130 5 - 5,5 0,75 65 25 600

8 x 140 09110372 8 140 150 5 - 5,5 0,75 85 25 600

8 x 160 09110380 8 160 170 5 - 5,5 0,75 105 25 500

10 x 80 09110399 10 80 90 6 - 7 0,92 15 25 500

10 x 100 09110401 10 100 110 6 - 7 0,92 35 25 500

10 x 120 09110410 10 120 130 6 - 7 0,92 55 20 400

10 x 140 09110428 10 140 150 6 - 7 0,92 75 20 400

10 x 160 09110436 10 160 170 6 - 7 0,92 95 20 400

Long nylon wall plug with hex screw
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MATERIAL:
 

APPLICATION:

Wall plug: Polyamide 6.6
Nail: Hardened Steel
Concrete, natural stone, 
sand stone, solid brick

Bolt


