
Size
Ø d1 x L

Part
Number

Ø d1
L

+1.0 - 0.2
Ø d2

M
Min.

K
±  0.2

Ø W
±  0.15

Box
Quantity

Outer Box
Quantity

3,2 x 8 09105268 3,2 +0,08-0,1 8 6,4 +-0,2 27,0 1,0 1,65 500 4.000

3,2 x 9,5 09105698 3,2 +0,08-0,1 9,5 6,4 +-0,2 27,0 1,0 1,65 500 4.000

3,2 x 12,5 09105778 3,2 +0,08-0,1 12,5 6,4 +-0,2 27 1,0 1,65 500 8.000

4 x 9,5 09105348 4,0 +0,08-0,15 9,5 7,9 +-0,2 27,0 1,4 2,20 500 8.000

4 x 11 09105372 4,0 +0,08-0,15 11 7,9 +-0,2 27 1,4 2,20 500 4.000

4 x 12,5 09105399 4,0 +0,08-0,15 12,5 7,9 +-0,2 27,0 1,4 2,20 500 8.000

4,8 x 9,5 09105938 4,8 +0,08-0,15 9,5 9,3 +-0,3 27,0 1,7 2,65 500 4.000

4,8 x 11 09105946 4,8 +0,08-0,15 11 9,3 +-0,3 27,0 1,7 2,65 500 4.000

4,8 x 13 09105954 4,8 +0,08-0,15 13 9,3 +-0,3 27 1,7 2,65 250 2.000

4,8 x 16 09105962 4,8 +0,08-0,15 16 9,3 +-0,3 27,0 1,7 2,65 250 2.000

Aluminium sealed blind rivets
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Sealed rivets are designed for assemblies where it is neces-
sary to avoid leakage of fluids, liquids or vapours. This rivet 
model requires high precision when placing it and to respect 
the size of the hole as much as possible to avoid leaks.

MATERIAL:

FINISH:

Body: Aluminum AI Mg 5
Stem: A1K Steel
Body: Polished
Stem: Lubricated

BROCHURE


